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TMT25S 4W
4-WAY TELESCOPIC TRUCK-MOUNTED FORKLIFT



Le 
ME315C 

vient élargir la 
gamme des ME.

Retrouvez dès à présent 
toute la gamme ME

de 1,5 à 5 tonnes 
jusqu’à 6,5 mètres de levée.

Versatility

Productivity

Safety
The TMT 25S 4W  is  equipped  with  an  anti-roll over  system, an  operator 
presence sensor and a 3-wheel drive braking system which ensures 
the safety of the operator at all times. In addition to this the telescopic 
boom also provides clear visibility for safe material handling.

A multi-directional  truck-mounted forklift

Following the design of our best selling forklift the TMT 25S, the new TMT 25S 
4-Way machine adopts all the technological features that make the TMT a 
proven success. This includes the telescopic boom, hydrostatic transmission and 
3-wheel drive with braking. In addition to this there is a push button which allows 
activation of the 4-Way function, enabling the 3 wheels to rotate to 90 degrees. 
This feature makes the forklift easy to handle long loads even in confined spaces.

Specially  designed  for  transport companies, the TMT 25S  4W is  an 
indispensable tool, boasting a unparalleled rated capacity in the current 
marketplace. The 1.5-metre boom extension allows reaching for the 2nd 
row of pallets a whole lot easier, also the pivoting boom at the rear gives the 
TMT  a side-shift function. In addition to delivering excellent gradeability, 
the TMT 25S 4W offers a powerful performance in material handling.

Events Timber

The TMT25S 4W 
is a new addition 

to the truck-mounted forklift range.

Discover the TMF range
from 2 to 2,7 tons.



3 wheel drive with braking

A multi-directional  truck-mounted forklift

Clear visibility for safe operation

Easy to use - 1 joystick for 3 functions

Differential locking system

Anti-rollover system

Easy to maintain 
Monoblock chassis for easy daily maintenance

Building materials Equipment

Energy Diesel

Engine power 36kW (50hp)

Engine brand Kubota 
Capacity 2.5 tonnes 
Center of gravity 600 mm

Max. lifting height 3450 mm

Height (folded) 2200 mm
Long load support: 
increased stability to 
handle loads over 6000 mm
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This brochure describes versions and confi guration options for Manitou products which may be fi tted with different equipment. The equipment described in this brochure may be standard, optional or not available depending on version. Manitou reserves the right to change the specifi cations shown and described at any time and without prior 
warning. The manufacturer is not liable for the specifi cations given. For more

information, contact your Manitou dealer. Non-contractual document. Product descriptions may differ from actual products. List of specifi cations is not comprehensive. The logos and visual identity of the company are the property of Manitou and may not be used


